SOUTH FOCUS AREA

LONG TERM TYPICAL SECTION N. 39TH ST. TO N. 50TH ST.
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A%%@ 0 ZZ@?Z%@WG SBMTNHERU SBLATNHERU NBLATN%RU NBLA%%RU LNABNETHARNUD AA%%%/ETY I'he only substantive change proposed is eliminating of parking northbound
PARKING PARKING and southbound during peak traffic periods and restriping the current curb lanes.
However, future high accident locations along this segment of the corridor may be
upgraded it It is determined that roadway improvements would address the
accidents occurring. These [mprovement upgrades could have right of way
[ ] [ ] implications for adjacent properties.
Ho W—m o - .\\W - \\w @ | S——— Froposed changes to the existing cross section in conjuction with redevelopment:
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EXISTING CONDITION —£xisting fravel lanes are foo narrow; contributing to sideswipe accidents and

reduced capacity.
—Although 12 Toot fravel lanes are preferred for both travel lanes, an [l foot

¢ middle travel lane and a 12 foot inside travel lane are recommended. These will
79 FT significantly improved the safety and performance of the roadway and minimize
— } = right of way impacts.
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AA/@?NM/%@ SBMTNHERU SBMTN%RU SBMTN%RU NBMTN%RU NBMTN%RU NBMTN%/?U %@?M%ﬁ —Curb Janes need to be wider than other travel lanes to provide for a “shy”
TONE (PARKING REM&@AE@K%RWG LONE distance befween moving vehicles and the sidewalk, and to account For the
REA”E%%EF(%G PEAK TRAFFIC) need To accommodadte buses. Buses and trucks, mirror to mirror, are wider than

cars, and generally operate in the curb lane.

-13 fool curb lanes are recommended.

Median:
-No modifications To Tthe existing raised median are recommended.

© Wm © m m /%\ /%\ (o006 omoJ

( ) i ¢ — . ‘ — :
] ] T T T O /\ O O O O B

Sidewalks:
-Sections of the existing sidewalks are 6 feet wide. The proposed amenity zone

PREFERRED FUTURE LANE WIDIHSX

(pedestrian sidewalk and planter strip) would be a maximum of 10.5 feet wide
and would provide ample room for multiple users.

XA DESCRIFPTION OF THE PREFERRED FUTURE
ROAD CONFIGURATION IS PROVIDED TO THE RIGHT
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